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Technical data sheet
Renson motors
 

Technical data

Rensonmotor electronic Rensonmotor radio-controlled
Rensonmotor 
radio-controlled, 
solar

RM40 ELE - 10/17 RM50 ELE - 20/15 RM40 RC - 10/17 RM50 RC - 20/15 RM40 solar 13/13

SAP ref. 33099 38151 33193 38152 33194

Diameter motor 35 mm 45 mm 35 mm 45 mm 35 mm

Rated voltage 230 V
50 Hz

230 V 
50 Hz

230 V 
50 Hz

230 V 
50 Hz

12 VDC
–

Power current 0,53 A 0,69 A 0,63 A 0,69 A 1 A

Rated power 121 W 161 W 144 W 161 W 38 W

IP rating IP44 IP44 IP44 IP44 IP44

Working 
temperature

-20 °C ~ +70 °C -20°C ~ +65°C -10 °C ~ +65 °C -20°C ~ +65°C -10 °C ~ +55 °C

Thermal time 4 min. 4 min. 4 min. 4 min. 6 min.

Certification CE CE CE CE CE

Nominal torque 10 Nm 20 Nm 10 Nm 20 Nm 13 Nm 

Nominal speed 17 r/min 15 r/min 17 r/min 15 r/min 11 r/min

Radio frequency – – 433,92 MHz 433 MHz 433,92 MHz

Weight 1,42 kg 2,07 kg 1,58 kg 2,29 kg 1,55 kg


